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E N T E R P R I S E  S E R I E S  D A T A S H E E T

The Enterprise Series of roadway, parking, and path lights 

are the latest innovation from Horner Lighting providing 

high output, and low energy. The Enterprise delivers more 

value per dollar than most lights available, rated among the 

highest in lumens per watt in the market. The Enterprise 

Series has an aesthetically pleasing design, lightweight/

durable materials, powerful optics, and versatile mounting 

and installation capabilities. 

P r o d u c t  D e s c r i p t i o n

MODEL WEIGHT DIMENSIONS CRI CCT LUMENS 
TOTAL  
WATTS

LUMENS/
WATTS

L90 L70

ETG-R300 20.0 lbs. 36”L x 13”W x 5”H 70 5000K 39,000 300 130 45,000 hrs 180,000 hrs
ETG-R240LG 20.0 lbs. 36”L x 13”W x 5”H 70 5000K 36,000 240 150 50,000 hrs 190,000 hrs

ETG-R240 14.0 lbs. 29”L x 11”W x 3.5”H 70 5000K 32,400 240 135 45,000 hrs 180,000 hrs
ETG-R200 14.0 lbs. 29”L x 11”W x 3.5”H 70 5000K 28,000 200 140 50,000 hrs 180,000 hrs
ETG-R150 14.0 lbs. 29”L x 11”W x 3.5”H 70 5000K 22,500 150 150 50,000 hrs 190,000 hrs
ETG-R120  9.0 lbs. 24”L x 9”W x 3.5”H 70 5000K 16,200 120 135 45,000 hrs 180,000 hrs
ETG-R80 9.0 lbs. 24”L x 9”W x 3.5”H 70 5000K 12,000 80 150 60,000 hrs 210,000 hrs
ETG-R60 5.0 lbs. 19”L x 7”W x 3.5”H 70 5000K 7,200 60 120 54,000 hrs 200,000 hrs
ETG-R40 3.5 lbs. 16”L x 7”W x 2.25”H 70 5000K 4,987 40 120 32,000 hrs 110,000 hrs

APPLICATION:	 Units are designed for roadways, parking applications, automotive lots, trails and walkways, architectural  

	 lighting, and security.

CONSTRUCTION:	 Standard tenon mount, gray or bronze casting, high-output lens options, COB LED array, -40˚C to 45˚C  

	 ambient temperature. The 60W – 300W Enterprise Series fixtures mount horizontally over a 2.5” pipe.  

	 40W Enterprise fixture mounts over a 1.25” pipe. Optional adjustable mounting bracket available in either  

	 gray or bronze casting. 

TESTING:	 The units are tested by ETL to UL and CSA standards. NEC wet locations, IP66, Nema4, and  

	 Vibration Test ANSI C136.31-2001 Level 2. Most fixtures are DLC-qualified, check www.designlights.org/qpl  

	 for a complete listing. 

ELECTRICAL: 	 Universal AC input/full range, 120-277VAC, optional 277-480VAC. Includes standard 10kV surge protection,  

	 optional 20kV available. Nema 3-pin or 7-pin receptacles are available, integrated long-life photo controls  

	 also available. 

H i g h l i g h t s
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ETG-R             -WL             -P             -             -             -L             -

wattage CRI/CCT power
housing 

color cord length photocell optics

EXAMPLE PART NUMBER

  200             750            1             G            6              2       O   787

APPLICATIONS
n	 Ideal for roadways

n	 Beneficial for parking applications

n	 Highly effective in dealer/retail lots

n	 Trails, walk ways, and pedestrian paths

n	 Architectural building lighting

n	 Security and perimeter solutions

COMPARE TO
Existing Fixture Enterprise Replacement Energy Savings**

1,000 W
300 (similar performance) $350.40

240 (max energy savings*) $376.68

750 W

300 (enhanced performance) $219.00

240 (similar performance) $245.28

200 (max energy savings*) $262.80

400 W

200 (enhanced performance) $109.50

150 (similar performance) $131.40

120 (max energy savings*) $144.54

250 W

120 (enhanced performance) $67.89

80 (similar performance) $85.41

60 (max energy savings*) $94.17

150-200 W 60 (similar performance) $70.08

100 W 40 (enhanced performance) $30.66

*replaces a depreciated light source with similar performance while maximizing energy savings
**based on 12 hour daily usage, $0.10 per kwh

ACCESSORIES
ETG-BKT-R-180-G 180˚ adjustable arm mount, gray

ETG-BKT-R-180-Z 180˚ adjustable arm mount, bronze

ETG-R             -WL             -P             -             -             -L             -O
300 	 (300W)
240LG 	(240W)
240 	 (240W)
200 	 (200W)
150 	 (150W)
120 	 (120W)
80 	 (80W)
60 	 (60W)
40 	 (40W)

wattage

750 (70 CRI,  
	 5000K)
740 (70 CRI,  
	 4000K) 
730 (70 CRI,  
	 3000K)

CRI/CCT

1	 (120-277VAC)
2	(480VAC)
4	(120-277VAC  
	 with dimming  
	 driver)

power

G (gray)
Z (bronze)

housing 
color

6 	(6ft)
10 (10ft)

cord length

1	 (120VAC)
2	(208-277VAC)
3	(480VAC)
5	(3 pin twist lock)
6	(7 pin twist lock)

photocell optics

YOUR PART NUMBER ACCESSORIES  
(please check any/all you  
would like to add to your order

ETG-BKT-R-180-G

ETG-BKT-R-180-Zblank (Type 2)
3S (Type 3)
4S (Type 4)
5S (Type 5)

A d d i t i o n a l  S p e c i f i c a t i o n s  a n d  O r d e r i n g

CCT / CRI:	 MULTIPLIER	

5000K / 70 CRI	 1.000
4000K / 70 CRI	 0.985
3000K / 70 CRI 	 0.954

MODEL PF @ 120 PF @ 277 BUG THD @ 120 THD @ 277 EPA

ETG-R300 0.996 0.955 B5-U2-G1 4.78 9.31 .61 ft2
ETG-R240LG 0.992 0.88 B5-U2-G1 5.97 13.11 .61 ft2

ETG-R240 0.992 0.88 B5-U2-G3 5.97 13.11 .48 ft2
ETG-R200 0.992 0.88 B5-U2-G3 5.97 13.11 .48 ft2
ETG-R150 0.993 0.88 B5-U2-G2 3.65 10.56 .48 ft2
ETG-R120  0.993 0.88 B5-U2-G2 3.65 10.56 .39 ft2
ETG-R80 0.99 0.88 B5-U2-G2 8.63 10.56 .39 ft2
ETG-R60 0.98 0.9 B5-U2-G1 11.89 22.16 .31 ft2
ETG-R40 0.99 0.927 B5-U2-G2 10 20.84 .24 ft2

All values shown above are for standard Type 2 Lens
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R 3 0 0  T y p e  2  D a t a

COEFFICIENT OF UTILIZATION GRAPH

LCS Zone Lumens % Lamp % Lum

FL (0-30) 4350.6 N.A. 11.4

FM (30-60) 14622.5 N.A. 38.4

FH (60-80) 1486.1 N.A. 3.9

FVH (80-90) 86.2 N.A. 0.2

BL (0-30) 4781.7 N.A. 12.5

BM (30-60) 12291.2 N.A. 32.2

BH (60-80) 449.7 N.A. 1.2

BVH (80-90) 42.2 N.A. 0.1

UL (90-100) 13.3 N.A. 0.0

UH (100-180) 0.0 N.A. 0.0     

Total 38123.5 N.A. 100.0

BUG Rating B5-U2-G1  

LUMEN CLASSIFICATION SYSTEM (LCS)

POLAR CURVE PLOT ISOLINE GRAPH

Lumens Percent of Luminaire

Downward St Side 20545.3 53.9

Downward House Side 17564.8 46.1

Downward Total 38110.1 100.0

Upward St Side 8.1 0.0

Upward House Side 5.1 0.0

Upward Total 13.2 0.0

Total Flux 38123.3 100.0

LUMINAIRE LUMENS

FLUX DISTRIBUTION
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R 3 0 0  T y p e  3  D a t a

COEFFICIENT OF UTILIZATION GRAPH

LCS Zone Lumens % Lamp % Lum

FL (0-30) 4855.6 12.5 12.2

FM (30-60) 13375.6 34.3 33.6

FH (60-80) 6653.9 17.1 16.7

FVH (80-90) 205.3 0.5 0.5

BL (0-30) 3742.9 9.6 9.4

BM (30-60) 7088.6 18.2 17.8

BH (60-80) 3607.2 9.2 9.1

BVH (80-90) 94.0 0.2 0.2

UL (90-100) 123.5 0.3 0.3

UH (100-180) 4.7 0.0 0.0

Total 39751.3 101.9 100.0

BUG Rating B4-U3-G4  

LUMEN CLASSIFICATION SYSTEM (LCS)

POLAR CURVE PLOT ISOLINE GRAPH

Lumens Percent of Luminaire

Downward St Side 25090.4 64.3

Downward House Side 14532.8 37.3

Downward Total 39623.3 101.6

Upward St Side 87.9 0.2

Upward House Side 40.3 0.1

Upward Total 128.2 0.3

Total Flux 39751.5 101.9

LUMINAIRE LUMENS

FLUX DISTRIBUTION
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R 3 0 0  T y p e  4  D a t a

COEFFICIENT OF UTILIZATION GRAPH

LCS Zone Lumens % Lamp % Lum

FL (0-30) 5458.4 545.8 14.0

FM (30-60) 14582.2 1458.2 37.5

FH (60-80) 3109.6 311.0 8.0

FVH (80-90) 113.0 11.3 0.3

BL (0-30) 4709.3 470.9 12.1

BM (30-60) 7827.5 782.8 20.1

BH (60-80) 2905.6 290.6 7.5

BVH (80-90) 68.9 6.9 0.2

UL (90-100) 127.9 12.8 0.3

UH (100-180) 5.0 0.5 0.0

Total 38907.4 3890.8 100.0

BUG Rating B4-U3-G4  

LUMEN CLASSIFICATION SYSTEM (LCS)

POLAR CURVE PLOT ISOLINE GRAPH

Lumens Percent of Luminaire

Downward St Side 23263.1 59.8

Downward House Side 15511.4 39.9

Downward Total 38774.5 99.7

Upward St Side 114.2 0.3

Upward House Side 18.7 0

Upward Total 132.9 0.3

Total Flux 38907.4 100

LUMINAIRE LUMENS

FLUX DISTRIBUTION
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R 3 0 0  T y p e  5  D a t a

COEFFICIENT OF UTILIZATION GRAPH

LCS Zone Lumens % Lamp % Lum

FL (0-30) 5454.5 13.5 13.3

FM (30-60) 10746.8 26.5 26.2

FH (60-80) 4144.3 10.2 10.1

FVH (80-90) 334.0 0.8 0.8

BL (0-30) 5431.1 13.4 13.2

BM (30-60) 10624.7 26.2 25.9

BH (60-80) 4010.3 9.9 9.8

BVH (80-90) 295.3 0.7 0.7

UL (90-100) 4.0 0.0 0.0

UH (100-180) 1.6 0.0 0.0     

Total 41046.6 101.2 100.0

BUG Rating B5-U1-G3  

LUMEN CLASSIFICATION SYSTEM (LCS)

POLAR CURVE PLOT ISOLINE GRAPH

Lumens Percent of Luminaire

Downward St Side 20679.6 51.1

Downward House Side 20361.5 50.3

Downward Total 41041.1 101.3

Upward St Side 4.5 0.0

Upward House Side 1.1 0.0

Upward Total 5.6 0.0

Total Flux 41046.7 101.3

LUMINAIRE LUMENS

FLUX DISTRIBUTION


